
WARK 1-30  
NE NW NE Sec 30 T17N R8W 

OSCEOLA COUNTY, MI 

CURRENT WELLBORE DIAGRAM 

API No. 21-133-35977-0000 
GL @1100' 

KB @1116.2' 
COMPLETION DATE: DRY HOLE (NA) 
PLUGGING COMPLETION DATE: 9/13/83 

1492 

4650' BP 

\.„.----4750' BP 

5300' 

UPDATED APRIL 2014 BY JLT /- 
16" CONDUCTOR DRIVEN TO 49' V 

17-1/2" Hole expected 

SURFACE CASING  
830' 13 3/8" 

SET 830' KB /r @ v 

CMT w/860 ...„,SX TO SURFACE 
12-1/4" Hole expected \ 

DETROIT RIVER PERFORATIONS: 
4455-4457' 4X/ft 
4560'-4562' 4X/ft v. 

INTERMEDIATE CASING 

95T/8@" \-5'
•  

SE 453' 
CMT w/335 SX Tt111F

.

ACE ? 
\/". 

41'4- 

5453' 

PROD. CASING 
NA 

PLUGGING  
WELL WAS PLUGGED WITH CONTINUOUS CEMENT PLUG FROM 
TD TO 5300' USING 370 SX PDX MIN 16% GEL .78% HK-7 + 265 SX 
POZ MIX SALT SATURATED CEMENT - 
BP SET ON TOP OF CEMENTO 4750' 
BP WAS SET AT 4650",„,7^  
SOLID CEMENT PLUG SET FROM 4650' TO SURFACE\---- 
USING 1380 SX HOWCO LITE CEMENT 
WITH 225 SX COMMON CEMENT ON TOP. 
CASING CUT OFF 3' BELOW SURFACE AND 
CAP WELDED OVER. 

CASING LEFT FROM 1492-5453' 

ho,r../pui-1.-qi //I?, 

TO @8371' KB I-77  
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